
T E C H N I C A L   M E M O R A N D U M 
Utah Coal Regulatory Program 

March 8, 2005 
 
 
 
TO: Internal File 
 
FROM: Stephen J. Demczak, Environmental Scientist III/Engineering, Team Lead 
 
RE: Partial Pillar Splitting Plan, Consolidation Coal Company, Emery Deep Mine, 

C/015/015, Task ID #2162 
 
 
SUMMARY:
 
 The permittee has submitted to the Division a revised partial pillaring plan for Emery 
Deep Mine.  This plan has received MSHA approval.  The permittee submitted information and 
theoretical calculations projecting no (anticipated) unplanned subsidence in 1st and 2nd south.  In 
areas where Christiansen Wash is near or above the mine no pillar extraction will occur. 
 
TECHNICAL ANALYSIS: 

OPERATION PLAN 
 

EXISTING STRUCTURES 
 
Regulatory Reference: 30 CFR 784.12; R645-301-526. 
 
Analysis: 
 

There are no existing structures above 1st and 2nd south miner sections. 
 
Findings 
 
 The permittee has met the minimum requirements of this section. 
 

COAL RECOVERY 
 
Regulatory Reference: 30 CFR 817.59; R645-301-522. 
 
 

Sheila Morrison
Minimum Regulatory Requirements:	"Existing Structure" means a structure or facility used in connection with or to facilitate coal mining and reclamation operations for which construction began prior to January 21, 1981.	Provide a description of each existing structure proposed to be used in connection with or to facilitate the surface coal mining and reclamation operation.  The description shall include: the location; plans of the structure which describe its current condition; approximate dates on which construction of the existing structure was begun and completed; and, a showing, including relevant monitoring data or other evidence, whether the structure meets the permanent program performance standards or, if the structure does not meet the permanent program performance standards, a showing whether the structure meets the interim program performance standards.	Provide a compliance plan for each existing structure proposed to be modified or reconstructed for use in connection with or to facilitate the surface coal mining and reclamation operation.  The compliance plan shall include: design specifications for the modification or reconstruction of the structure to meet the permanent program design and performance standards; a construction schedule which shows dates for beginning and completing interim steps and final reconstruction; provisions for monitoring the structure during and after modification or reconstruction to ensure that the permanent program performance standards are met; and, a showing that the risk of harm to the environment or to public health or safety is not significant during the period of modification or reconstruction.

Sheila Morrison
Minimum Regulatory Requirements:	Underground mining activities shall be conducted so as to maximize the utilization and conservation of the coal, while utilizing the best technology currently available to maintain environmental integrity, so that re-affecting the land in the future through surface coal mining operations is minimized.
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Analysis: 
 
 The permittee has projected a total coal recovery of 75.3 percent from center of entry.  
The coal recovery can and will change depending on depth of cover and geological conditions. 
 
Findings 
 
 The permittee has met the minimum requirements of this section of the R645 Coal Rules. 
 

SUBSIDENCE CONTROL PLAN 
 
Regulatory Reference: 30 CFR 784.20, 817.121, 817.122; R645-301-521, -301-525, -301-724. 
 
Analysis: 

Subsidence Control Plan 
 
 The permittee has modified the subsidence control plan to include a monthly walk over 
inspection of the surface area overlying 1st and 2nd South.  A record of the inspection will be kept 
on site.  This is additional to the requirements to the land survey in the MRP. 

Performance Standards For Subsidence Control 
 
 By using “Pillar Design Safety Factor Calculations”, the permittee has demonstrated that 
unplanned subsidence is not anticipated. 

Notification 
 
 The permittee is the surface owner above First and Second South. 
 
Findings: 
 
 The permittee has met the minimum requirements of this section. 
 

HYDROLOGIC INFORMATION 
 
Regulatory Reference: 30 CFR Sec. 773.17, 774.13, 784.14, 784.16, 784.29, 817.41, 817.42, 817.43, 817.45, 817.49, 817.56, 

817.57; R645-300-140, -300-141, -300-142, -300-143, -300-144, -300-145, -300-146, -300-147, -300-147, -300-148, -301-
512, -301-514, -301-521, -301-531, -301-532, -301-533, -301-536,  -301-542, -301-720, -301-731, -301-732, -301-733, -
301-742, -301-743, -301-750, -301-761, -301-764. 

 

Sheila Morrison
	In the event the survey shows that such structures or renewable resource lands exist, and that subsidence could cause material damage or diminution of value or foreseeable use of the land, or if the Division determines that such damage or diminution could occur, the application shall include a subsidence control plan which shall contain the following information:	A description of the method of coal removal, such as longwall mining, room-and-pillar removal, hydraulic mining, or other extraction methods, including the size, sequence, and timing for the development of underground workings.	A map of underground workings which describes the location and extent of areas in which planned-subsidence mining methods will be used and which includes all areas where measures will be taken to prevent or minimize subsidence and subsidence related damage and where appropriate, to correct subsidence-related material damage.	A description of the physical conditions, such as depth of cover, seam thickness, and lithology, which affect the likelihood or extent of subsidence and subsidence-related damage.	A description of monitoring, if any, needed to determine the commencement and degree of subsidence so that, when appropriate, other measures can be taken to prevent, reduce, or correct material damage.	Except for those areas where planned subsidence is projected to be used, a detailed description of the subsidence control measures that will be taken to prevent or minimize subsidence and subsidence-related damage, including, but not limited to: backstowing or backfilling of voids; leaving support pillars of coal; leaving areas in which no coal is removed, including a description of the overlying area to be protected by leaving the coal in place; and, taking measures on the surface to prevent material damage or lessening of the value or reasonably foreseeable use of the surface.	A description of the anticipated effects of planned subsidence, if any.	A description of the measures to be taken to mitigate or remedy any subsidence-related material damage to, or diminution in value or reasonably foreseeable use of the land, or structures or facilities to the extent required under State law.	Other information specified by the Division as necessary to demonstrate that the operation will be conducted in accordance with the performance standards for subsidence control.

Sheila Morrison
	The operator shall either adopt measures consistent with known technology which prevent subsidence from causing material damage to the extent technologically and economically feasible, maximize mine stability, and maintain the value and reasonably foreseeable use of surface lands; or, adopt mining technology which provides for planned subsidence in a predictable and controlled manner.  Nothing in this part shall be construed to prohibit the standard method of room-and-pillar mining.	The operator shall comply with all provisions of the approved subsidence control plan.	The operator shall correct any material damage resulting from subsidence caused to surface lands, to the extent technologically and economically feasible, by restoring the land to a condition capable of maintaining the value and reasonably foreseeable uses which it was capable of supporting before subsidence, and, to the extent required under applicable provisions of State law, either correct material damage resulting from subsidence caused to any structures or facilities by repairing the damage or compensate the owner of such structures or facilities in the full amount of the diminution in value resulting from the subsidence. Repair of damage includes rehabilitation, restoration, or replacement of damaged structures or facilities. Compensation may be accomplished by the purchase prior to mining of a non-cancelable premium-prepaid insurance policy.	Underground mining activities shall not be conducted beneath or adjacent to: public buildings and facilities; churches, schools, and hospitals; or, impoundments with a storage capacity of 20 acre-feet or more or bodies of water with a volume of 20 acre-feet or more, unless the subsidence control plan demonstrates that subsidence will not cause material damage to, or reduce the reasonably foreseeable use of, such features or facilities.  If the Division determines that it is necessary in order to minimize the potential for material damage to the features or facilities described above or to any aquifer or body of water that serves as a significant water source for any public water supply system, it may limit the percentage of coal extracted under or adjacent thereto.	If subsidence causes material damage to any of the features or facilities, the Division may suspend mining under or adjacent to such features or facilities until the subsidence control plan is modified to ensure prevention of further material damage to such features or facilities.	The Division shall suspend underground mining activities under urbanized areas, cities, towns, and communities, and adjacent to industrial or commercial buildings, major impoundments, or perennial streams, if imminent danger is found to inhabitants of the urbanized areas, cities, towns, or communities.	Within a schedule approved by the Division, the operator shall submit a detailed plan of the underground workings.  The detailed plan shall include maps and descriptions, as appropriate, of significant features of the underground mine, including the size, configuration, and approximate location of pillars and entries, extraction ratios, measures taken to prevent or minimize subsidence and related damage, areas of full extraction, and other information required by the Division.  Upon request of the operator, information submitted with the detailed plan may be held as confidential.

Sheila Morrison
	At least 6 months prior to mining, or within that period if approved by the Division, the underground mine operator shall mail a notification to all owners and occupants of surface property and structures above the underground workings.  The notification shall include, at a minimum, identification of specific areas in which mining will take place, dates that specific areas will be undermined, and the location or locations where the operator's subsidence control plan may be examined.
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Analysis: 

General 
 
 There is no planned subsidence under Christiansen Wash.  No pillar splitting will occur 
above or within 100 feet of the Wash. 

Stream Buffer Zones 
 
 The permittee will not split pillars above or 100 ft of each side of Christiansen Wash.  
This is illustrated on Figure V-1. 
 
Findings: 
 
 The permittee has met the minimum requirements of this section. 
 

MAPS, PLANS, AND CROSS SECTIONS OF MINING OPERATIONS 
 
Regulatory Reference: 30 CFR Sec. 784.23; R645-301-512, -301-521, -301-542, -301-632, -301-731, -302-323. 
 
Analysis: 

Mine Workings Maps 
 
 The permittee has submitted Figure V-1, which is a detail of which pillars will or will not 
be split. 

Certification Requirements 
 
 Figure V-1 is P.E. certified by Bruce T.S. Ware. 
 
Findings: 
 
 The permittee has met the minimum requirements of this section. 
 
 
RECOMMENDATIONS: 
 
 The permittee has met the minimum requirements.  This amendment is recommended for 
approval. 
 
O:\015015.EME\DRAFT\WG2162\sjd2162.doc 

Sheila Morrison
	All underground mining and reclamation activities shall be conducted to minimize disturbance of the hydrologic balance within the permit and adjacent areas, to prevent material damage to the hydrologic balance outside the permit area, and to support approved postmining land uses in accordance with the terms and conditions of the approved permit and the performance standards of this part.  The Division may require additional preventative, remedial, or monitoring measures to assure that material damage to the hydrologic balance outside the permit area is prevented.  Mining and reclamation practices that minimize water pollution and changes in flow shall be used in preference to water treatment.

Sheila Morrison
	No land within 100 feet of a perennial stream or an intermittent stream shall be disturbed by underground mining activities, unless the Division specifically authorizes underground mining activities closer to, or through, such a stream.  The Division may authorize such activities only upon finding that: underground mining activities will not cause or contribute to the violation of applicable State or Federal water quality standards and will not adversely affect the water quantity and quality or other environmental resources of the stream; and, if there will be a temporary or permanent steam-channel diversion, it will comply with the regulatory requirements for diversions.	The area not to be disturbed shall be designated as a buffer zone, and the operator shall mark it accordingly with buffer zone markers.

Sheila Morrison
Minimum Regulatory Requirements:	Each application shall contain maps, plans, and cross sections which show the mining activities to be conducted, the lands to be affected throughout the operation, and any change in a facility or feature to be caused by the proposed operations, if the facility or feature was shown and described as an existing structure.	The following shall be shown for the proposed permit area:

Sheila Morrison
	Location and extent of known workings of proposed, active, inactive, or abandoned underground mines, including mine openings to the surface within the proposed permit and adjacent areas.  Location and extent of existing or previously surface-mined areas within the proposed permit area.

Sheila Morrison
	Cross sections, maps, and plans required to show the design, location, elevation, or horizontal or vertical extent of the land surface or of a structure or facility used to conduct mining and reclamation operations shall be prepared by, or under the direction of, and certified by a qualified, registered, professional engineer, a professional geologist, or in any State which authorizes land surveyors to prepare and certify such cross sections, maps, and plans, a qualified, registered, professional land surveyor, with assistance from experts in related fields such as landscape architecture.	Each detailed design plan for an impounding structure that meets or exceeds the size or other criteria of the Mine Safety and Health Administration, 30 CFR Section 77.216(a) shall: be prepared by, or under the direction of, and certified by a qualified registered professional engineer with assistance from experts in related fields such as geology, land surveying, and landscape architecture; include any geotechnical investigation, design, and construction requirements for the structure; describe the operation and maintenance requirements for each structure; and, describe the timetable and plans to remove each structure, if appropriate.	Each detailed design plan for an impounding structure that does not meet the size or other criteria of 30 CFR Section 77.216(a) shall: be prepared by, or under the direction of, and certified by a qualified, registered, professional engineer, or in any State which authorizes land surveyors to prepare and certify such plans, a qualified, registered, professional land surveyor, except that all coal processing waste dams and embankments shall be certified by a qualified, registered, professional engineer; include any design and construction requirements for the structure, including any required geotechnical information; describe the operation and maintenance requirements for each structure; and, describe the timetable and plans to remove each structure, if appropriate.
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